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The work documents the design of Earth-Air Heat Exchangers based not only on sensible heat transfer, but also on latent heat exchanges. We compare the impact of the climate of Brazil and south of France on the relevance of such systems. The duct length is determined in order to obtain maximum underground heat exchanges. A time dependent model combined to actual weather data is developed to show when an underground heat exchanger becomes a good option in a tropical climate. The three-dimensional version of the model accounts for heat transfer in the soil and for heat and moisture transfer along the underground pipe. The comparison with a 1D model allows to propose a straightforward approach to assess the cooling/heating potential of different climatic regions.

Introduction and background

An earth-air heat exchanger (EAHE) consists of one or several ducts buried in the ground, connected from one end to the outdoor air, and to the other end to the ventilation system of a building. Because of the high thermal inertia of the soil, the outdoor temperature variations are progressively smoothed along with the soil depth. Therefore, the ground can be considered as a huge thermal reservoir, which temperature remains milder and more stable than the outdoor air temperature all over the year. The air temperature at the pipe outlet is different from the inlet thanks to the heat exchanges occurring with the soil. This potentially allows reducing the heating or cooling loads at building scale.

Most cases are related to office buildings or typical residential buildings. A considerable number of papers focused on greenhouses [START_REF] Santamouris | Use of buried pipes for energy conservation in cooling of agricultural greenhouses[END_REF][START_REF] Santamouris | Energy conservation in greenhouses with buried pipes[END_REF][START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part I. Experimental results[END_REF][START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part II. Model[END_REF][START_REF] Kassem | Energy and water management in evaporitive cooling systems in Saudi Arabia[END_REF][START_REF]Greenhouse cooling in hot countries[END_REF], yet heat and mass loads differ strongly from buildings. At the design stage, the impact of the pipes length, the number of pipes, the cross section of the pipe and the pipe depth have to be determined in order to enhance the EAHE performances. The latter is of significance. Most authors advise burying the pipes as deeply as possible in order to take advantage on the ground thermal inertia. The excavation cost is the sole feature limiting the pipe depth, which generally remains between 1 and 3 meters. As observed in [START_REF] Hollmuller | Air-soil heat exchangers for heating and cooling of buildings: Design guidelines, potentials and constraints, system integration and global energy balance[END_REF], a deeply buried pipe should indeed be effective at smoothing yearly temperature variations. However, it may be worth smoothing daily variations instead, depending on the building loads and on the local climate. This could be easily achieved by burying pipes less deeply.

Many authors rely on heat transfer calculations to give a comprehensive analysis of the thermal behavior of EAHE and to improve its design. The methodology differs in terms of complexity and computational time. For example, the transient heat transfer taking place in the pipe was solved analytically in [START_REF] Hollmuller | Cooling and preheating with buried pipe systems: monitoring, simulation and economic aspects[END_REF] under strong assumptions such as undisturbed soil surface temperature. Such an approach allows to integrate easily the EAHE model in a building simulation tool, as exemplified in [START_REF] Ascione | Earth-to-air heat exchangers for Italian climates[END_REF][START_REF] Al-Ajmi | The cooling potential of earth-air heat exchangers for domestic buildings in a desert climate[END_REF]. Heat transfer in the ground was be modelled to obtain more realistic results, as in [START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part II. Model[END_REF][START_REF] Brum R Da | A new computational modeling to predict the behavior of Earth-Air Heat Exchangers[END_REF][START_REF] Mihalakakou | Modelling the thermal performance of earth-to-air heat exchangers[END_REF][START_REF] Vaz | Experimental and numerical analysis of an earthair heat exchanger[END_REF]. A more refined approach was presented in [START_REF] Brum R Da | A new computational modeling to predict the behavior of Earth-Air Heat Exchangers[END_REF], where a Computational Fluid Dynamic code was used to model the air transfer in the pipes whereas heat transfer in the ground was modelled up to a depth of 15m. However because of the high computational time, some simplifications were needed, like by considering a smaller domain for heat transfer in the soil. A possible alternative is to use model reduction techniques as presented in [START_REF] Kim | Numerical modelling of geothermal vertical heat exchangers for the short time analysis using the state model size reduction technique[END_REF] in the case of borehole heat exchangers. The drawback of these techniques is that they are time-consuming and should not be employed for feasibility studies.

The work presented in this paper takes place in the framework of a larger project which intends to define the potential of EAHE in Brazil. Many EAHE were built over the world during the last decades, which resulted in a wide range of systems installed under different climates: 18 examples were reviewed in Santamouris et al. [START_REF] Santamouris | Use of buried pipes for energy conservation in cooling of agricultural greenhouses[END_REF], examples of the Mediterranean climate can be found in [START_REF] Santamouris | Use of buried pipes for energy conservation in cooling of agricultural greenhouses[END_REF][START_REF] Santamouris | Energy conservation in greenhouses with buried pipes[END_REF][START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part I. Experimental results[END_REF][START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part II. Model[END_REF][START_REF] Ascione | Earth-to-air heat exchangers for Italian climates[END_REF], while the central European climate is considered in [START_REF] Hollmuller | Air-soil heat exchangers for heating and cooling of buildings: Design guidelines, potentials and constraints, system integration and global energy balance[END_REF][START_REF] Hollmuller | Cooling and preheating with buried pipe systems: monitoring, simulation and economic aspects[END_REF][START_REF] Pfafferott | Evaluation of earth-to-air heat exchangers with a standardised method to calculate energy efficiency[END_REF][START_REF] Serres | Study of coupled energy saving systems sensitivity factor analysis[END_REF][START_REF] Paludetto | Modeling the heat exchanges between a datacenter and neighboring buildings through an underground loop[END_REF] and finally hot climates are studied in [START_REF] Brum R Da | A new computational modeling to predict the behavior of Earth-Air Heat Exchangers[END_REF][START_REF] Vaz | An experimental study on the use of Earth-Air Heat Exchangers (EAHE)[END_REF][START_REF] Alves | Cooling and heating potential of underground soil according to depth and soil surface treatment in the Brazilian climatic regions[END_REF] (humid), and in [START_REF] Al-Ajmi | The cooling potential of earth-air heat exchangers for domestic buildings in a desert climate[END_REF][START_REF] Ozgener | Experimental prediction of total thermal resistance of a closed loop EAHE for greenhouse cooling system[END_REF] (dry). Most systems were designed under rather dry climatic conditions, and humid climates, such as in Brazil, were not studied as intensively. Still, 8

Brazilian climates were compared in [START_REF] Alves | Cooling and heating potential of underground soil according to depth and soil surface treatment in the Brazilian climatic regions[END_REF] and the potential benefits of EAHA was discussed. In the state of Rio Grande Do Sul, Vaz et al. [START_REF] Vaz | An experimental study on the use of Earth-Air Heat Exchangers (EAHE)[END_REF] indicated that the air temperature change from the pipe entrance to its exit was on an average of 2K. Unlike under a continental climate where the soil temperature can be, at an equivalent depth, up to 10K lower than the ambient temperature because of seasonal time-lag, the Brazilian climate does not allow such temperature amplitudes. As a result, the relevance of EAHE systems is not very clear under Brazilian climatic conditions. One of this study objectives is to give insight on this issue.

A key feature is that the temperature decrease is not the sole impact of an EAHE in cooling mode;

the system may also influence the air moisture content, and as a consequence the indoor moisture balance. The indoor relative humidity tends to increase during the night and to decrease during daytime when using an EAHE. High indoor relative humidity is not desirable as it negatively impacts indoor air quality [START_REF] Wolkoff | The dichotomy of relative humidity on indoor air quality[END_REF], enhances fungal and mold growth [START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part I. Experimental results[END_REF] and may lead to sanitary problems [START_REF] Hollmuller | Air-soil heat exchangers for heating and cooling of buildings: Design guidelines, potentials and constraints, system integration and global energy balance[END_REF].

Regarding energy savings however, the EAHE efficiency can be increased by 25% by mass transfer in summer conditions, and decreased by 20% in winter conditions in central Europe (Switzerland), as underlined in [START_REF] Hollmuller | Cooling and preheating with buried pipe systems: monitoring, simulation and economic aspects[END_REF]. We considered that the influence of moisture transfer on the global performances of an EAHE is sizeable and worth investigating for the specific case of Brazilian climates.

As underlined in [START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part II. Model[END_REF][START_REF] Hollmuller | Cooling and preheating with buried pipe systems: monitoring, simulation and economic aspects[END_REF][START_REF] Soontornchainacksaeng | Experimental and numerical study of the thermal behaviour of an Earth to Air heat exchanger designed for dwellings[END_REF], moisture transfer occurs along the pipe and may significantly influence the efficiency of the heat exchanger. Condensation may happen if the dew temperature of air at the inlet is higher than the surface temperature of the pipe. From a technical viewpoint, it means that the pipe network should be embedded with a slight slope in order to drive the condensed water to a location where it could be collected and pumped outside the network. This aspect is hardly accounted for in the modelling or discussed in the result analysis. In a monitored greenhouse equipped with an EAHE [START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part I. Experimental results[END_REF][START_REF] Boulard | Heat and water vapour transfer in a greenhouse with an underground heat storage system part II. Model[END_REF], the authors estimated that the latent heat transfer (coming from condensation and/or evaporation) represented 30% of the global energy balance. A similar ratio was computed in [START_REF] Hollmuller | Cooling and preheating with buried pipe systems: monitoring, simulation and economic aspects[END_REF], yet the authors indicated that the latent part of heat transfer was mostly dominated by water infiltrations in the pipes, rather than condensation or evaporation. The analysis of the numerical results shows that sensible heat transfer is predominant on the first 10 meters in the pipe, and that latent heat transfer becomes dominant further.

In this work, we study the energetic potential of an EAHE not only based on sensible heat exchanges but also on latent heat exchanges. We consider a building where a refrigerating unit is used to permanently maintain comfortable indoor conditions. The EAHE is used in complement. More precisely, we intend to find the conditions for which an EAHE system meets the objectives of reducing the air conditioning needs under a climate such as the one of Brazil. Usually, cooling is synonymous with decreasing the temperature between the inlet and the outlet of the pipe. As the basic feature of an EAHE is to pre-cool the air blown into the house in summer, a decrease in the energy consumption of the refrigeration system is expected. However, moisture condensation  Configuration A (T w < T dew ): the moisture content at the outlet is lower than at the inlet, which further reduces the cooling load.

 Configuration B (T dew < T w < T humid ): the moisture content increased, but the enthalpy of humid air is reduced, so the cooling load is still diminished.

 Configuration C (T humid < T w < T in ): the moisture content increased in such a way that the enthalpy is higher at the outlet, yet the temperature has decreased. Obviously, the EAHE should not be used in this case.

These cases would be obtained if the wall was completely wet and the pipe was long enough. More probably, the properties of humid air at the outlet will range between the ones at the inlet (h in ) and the pipe wall (h w ). In sum, an EAHE will effectively reduce the cooling loads of a refrigerating unit as soon as the wall temperature remains below the humid temperature of outdoor air. If the latter is exceeded, the presence of water inside the pipe will increase the enthalpy, which will make the EAHE inefficient. Yet latent heat is hardly considered in the design of EAHE.

This paper investigates how an EAHE would perform in a humid climate, and if its use would effectively lead to energy savings. As Brazil is a country with a wide range of climates, the work is not limited to one single location. For comparison purposes, the weather conditions of a European country where it is acknowledged that EAHE systems perform well is also be considered. The study starts with a simplified approach applied to a rather wide range of Brazilian climate, then the complexity of the physics is progressively increased while focusing on the regional Brazilian climates which seem the most promising for an EAHE implementation. The paper is divided as follows: the next section is dedicated to the definition of the cooling potential of EAHE, based on simple indicators which can be obtained from general climatic conditions. An analytical model of EAHE accounting for heat and mass transfer within the pipe in steady state is presented in section 3.

The latter is used to highlight the influence of latent heat transfer in the global EAHE energy performances and to set the length of the pipe. Next steps consist in the time-dependent modelling of heat transfer in the pipe, while the heat transfer in the soil is finally included in the last section.

Cooling potential 2.1 Thermal characteristics in the French and Brazilian locations

We consider two different countries (Fig. 2): One is Brazil, while the other is France and more specifically the region of Montpellier. Such locations correspond to the choice of places with relatively hot temperatures in the summer and different moisture levels. For example, the annual mean temperature and relative humidity are 23.15°C and 78.3% in Rio do Janeiro, and 14.82°C and 68.7% in Montpellier, while the annual temperature amplitude is 2.73 K for Rio do Janeiro, and 12.1

K for Montpellier.
The soil temperature is obtained from the analytical function [START_REF] Ozgener | A practical approach to predict soil temperature variations for geothermal (ground) heat exchangers applications[END_REF]:

(

where is the soil temperature at time t and depth z, is mean temperature at the soil surface and t 0 is the time lag needed for the soil surface temperature to reach . In Eq. (1) A z is the amplitude of the temperature wave at a depth z, and time t, and decays exponentially with the depth as follows:

(

The inverse of the damping depth, γ, is

where P' is the period of the oscillation (1 year here, expressed in hours) and α is the soil thermal diffusivity which is considered constant. Equation (1) assumes also that the heat flux is one-dimensional and the surface temperature T(0,t) equals the air temperature [START_REF] Hillel | Introduction to soil physics[END_REF]. The parameters T m , and A 0 were extracted from weather data provided by the internet databases Energy Plus [START_REF]Weather Data | EnergyPlus[END_REF] and INMET [26]. T(0,t) is obtained by curve fitting the weather data to get the parameters A 0 and t 0 .

Table 1 shows the values used for each region. The soil thermal diffusivity was chosen identical in all the cases (α = 0.0023 m 2 /h in Eq. ( 3)). Figure 3 shows the envelope of the extreme temperatures reached by the soil over the year for Rio do Janeiro and Montpellier. See the large temperature amplitude of the soil temperature in the South of France relatively to the values measured in Rio.

First estimation of the potential of EAHE

To give a first estimation of the potential of EAHE for reducing the cooling loads of a refrigerating unit, we propose to rely on the assumption developed in the introduction: the use of an EAHE is beneficial if the temperature of the wall of the buried pipe (T w ) is lower than the humid temperature of outdoor air (T humid ). The latter was computed based on hourly climatic data (relative humidity and dry bulb temperature). We considered that the pipe was buried at a depth of about 3 meters following [START_REF] Rodrigues | Numerical investigation about the improvement of the thermal potential of an Earth-Air Heat Exchanger (EAHE) employing the Constructal Design method[END_REF]. The pipe wall temperature T w is assumed to be the soil temperature at the considered depth, and is calculated based on Eq. ( 1). Assume  is the temperature difference between T humid and the wall.

A positive value means that the EAHE would help reducing the cooling load. η represents the time (in %) in the month during which using the EAHE is beneficial.

(

) 5 
Figure 4 allows to identify two different behaviors. η is lower than 5% all over the year in the regions of Belem, Brasilia and Recife. Higher values of η were obtained for Curitiba, Rio, Porto Alegre, Santa Maria and Sao Paulo (up to 79% for Curitiba in January). Given the criterion proposed here (based on the humid temperature), it seems relevant to use an EAHE for these four locations, yet for a limited period of time only. This result can be linked to the A 0 parameter (see Table 1)

which represents the amplitude of the temperature variation over one year at the soil surface: the lowest values of η were obtained for locations with the lowest A 0 , meaning that the potential of the EAHE for cooling decreases along with seasonal temperature amplitude. This approach does not give any information on the energy savings potential. Yet, it clearly exhibits the differences between the different Brazilian climates. Considering Fig. 1 and Fig. 4, the EAHE energy savings potential is greater in the southern part of the country.

Steady state analysis

This section details the heat and mass transfer model developed within the pipe. First, the steadystate heat and mass balances are presented. This approach allows to determine one of the EAHE design parameters: the pipe length above which no significant improvement would be observed.

Analytical model

A conceptual sketch of the earth air heat exchanger (EAHE) is shown in Fig. 5. The system consists of a fan blowing air into a cylindrical duct. The exact position of the fan does not matter, as long as the electrical motor is located outside the duct. Otherwise, the heat dissipated by the engine should be accounted for in the energy balance, and may influence the thermal efficiency of the heat exchanger. For the sake of simplicity, the geometry of the system at the inlet and at the outlet was not considered in this study; the region of interest is the horizontal part of EAHE of length L and diameter D.

Consider the elemental volume of thickness dx represented in Fig. 5. We assume that the entire pipe surface is wet because of water infiltration. For more details on this assumption, see [START_REF] Fan | Estimating groundwater evapotranspiration by a subtropical pine plantation using diurnal water table fluctuations: Implications from night-time water use[END_REF]. This is an extreme case, the opposite case (dry wall) will be considered later. The wall temperature is T w . Air enters the pipe at T in and RH in , with T in > T w . If T w is below the dew point temperature, because the moisture content of the air at inlet is higher than the wall moisture content, the vapor carried by the air flow along the duct will condensate.

The mass flow rate of humid air is written , and where is the dry air mass flow rate and is the vapor mass flow rate.

Mass conservation requires [START_REF]Greenhouse cooling in hot countries[END_REF] where represents the condensed water in time along dx.

The energy conservation in steady state writes [START_REF] Hollmuller | Air-soil heat exchangers for heating and cooling of buildings: Design guidelines, potentials and constraints, system integration and global energy balance[END_REF] where is the specific enthalpy. Equation ( 7) can be written as [START_REF] Hollmuller | Cooling and preheating with buried pipe systems: monitoring, simulation and economic aspects[END_REF] The specific enthalpy of humid air is , where and are respectively the heat capacity of air and vapor, is the water content, and is the latent heat of evaporation/condensation.

The heat transfer rate has two contributions. The first one is due to sensible heat transfer, while the second contribution appears because of condensation:

. The mass flow rate of condensed water in the elemental domain is given by [START_REF] Ascione | Earth-to-air heat exchangers for Italian climates[END_REF] where is the duct perimeter, is the mass transfer coefficient, is the humid air density. We have [START_REF] Al-Ajmi | The cooling potential of earth-air heat exchangers for domestic buildings in a desert climate[END_REF] where is the convective heat transfer coefficient.

Equation [START_REF] Al-Ajmi | The cooling potential of earth-air heat exchangers for domestic buildings in a desert climate[END_REF] can also be expressed as [START_REF] Brum R Da | A new computational modeling to predict the behavior of Earth-Air Heat Exchangers[END_REF] where is the Sherwood number, is the vapor diffusivity coefficient, is the Nusselt number, is the Lewis number, and is the humid air specific heat. In configurations such like ours, the ratio is considered to be close to 1. Therefore, the energy conservation writes [START_REF] Mihalakakou | Modelling the thermal performance of earth-to-air heat exchangers[END_REF] or [START_REF] Vaz | Experimental and numerical analysis of an earthair heat exchanger[END_REF] Considering that at the pipe inlet (x = 0) , we have [START_REF] Kim | Numerical modelling of geothermal vertical heat exchangers for the short time analysis using the state model size reduction technique[END_REF] where for the sake of clarity we wrote , and .

Note that this approach is still valid if T w exceeds T in , meaning that is suitable if the EAHE is used for pre-heating instead of pre-cooling.

Case studies

As an application, we consider now two case studies: The inlet conditions, representative of a tropical climate (hot and humid), are T in = 27°C and RH in = 85%, while they are T in = 27°C and RH in = 62% to be close to a continental climate in summer (hot and dry). In the latter, the ground temperature is 19°C. A ground temperature of 23°C was picked in the first case, both corresponding to a depth of almost 3 m underground (see Fig. 3) and equal to T w . In accord with Fig. 1, these two cases belong to configuration A. Under the drier climate, the wall temperature is nearing the dew point temperature, while the difference between the two temperatures is more significant for the hot and humid conditions.

Note that the objective here is not to model actual underground networks but rather to compare the merit of the EAHE in two very different climatic conditions. To this sake, the pipe diameter was fixed to D = 10 cm and the mass flow rate was chosen to be 40 g/s. Keeping these values in mind, it is now possible to check the assumption that led to Eq. ( 10). In the case of a duct with a uniform wall temperature in turbulent flow, the Nusselt number is given by the Dittus and Boelter correlation [START_REF] Dittus | Heat transfer in automobile radiators of the tubular type[END_REF] (15)

Here 68.3, and 23 000.

By the same token, the Sherwood number can be obtained by substituting the Prandtl number by the Schmidt number ( )

Here . Because the Lewis number ( ) is 0.88, the ratio is indeed about 1.

The analytical approach proposed so far assumes that the entire wall surface is wet. This is an extreme case, the opposite one being that the duct surface remains dry. Hence, the total enthalpy corresponding to such case is calculated by maintaining the latent contribution equal to the inlet condition. We present in Fig. 6 the evolution of the total enthalpy along the duct in those two cases as a function of the pipe length in the hot and dry climate (in summer). h 1 is the total specific enthalpy accounting for both sensible and latent heat transfers, while h 2 represents the total specific enthalpy when only sensible exchanges are considered ( ). The results are given in the nondimensional form defined in Eq. ( 14). In this case, the latent heat exchanges are not significant as the 2 curves are almost superimposed.

Figure 7 shows the results for the humid climatic conditions. The latent heat exchange represents an important share of the total heat exchange because the difference between the dew point temperature and the wall temperature is higher. This is important because in most analysis of such EAHE, only the sensible heat exchanges are accounted for, which may lead to the erroneous conclusion that the implementation of the underground network is not worthy because of the low temperature decrease.

Cooling potential is not only about temperature decrease but also moisture content reduction. Figure 7 shows that in reality the underground heat exchanger can lower the water content of the air blown at the exit of the pipe. As already mentioned in the introduction, this would not only lead to energy savings, but also improve indoor thermal comfort and reduce the risk of mold development indoor.

Finally, Figs. 6 and7 allow also to estimate the pipe length above which the total enthalpy remains constant. According to the methodology presented here, this length is between 50 and 60m.

Time-dependent problem

First, we present a 3D model accounting for conduction heat transfer in the soil and combined to the latent and sensible heat exchanges along the pipe. The results obtained with the 3D model are compared to the results of the unsteady-state version of the model developed in Section 3.1. In the former the wall temperature is calculated from the heat exchanges between the soil and the air flowing along the pipe, in the latter T w is given by Eq. ( 1) at the depth where the pipe is buried.

EAHE performances assessment including heat transfer in the soil

We consider a 3D model for the unsteady heat conduction in the soil, combined with a 1D model for the pipe with an approach equivalent to what was developed in steady state. The soil volume is parallelepiped of length L (variable), height H, and width W. We chose H = 15m, W = 5m [START_REF] Al-Ajmi | The cooling potential of earth-air heat exchangers for domestic buildings in a desert climate[END_REF]. The soil thermal diffusivity is identical to the one previously chosen. The pipe of length L (obtained from Section 3.2) is positioned at a depth of 3 m from the soil surface (see Fig. 8).

Fourier's law of conduction is solved in 3D and non-steady state for the soil, while the presence of the underground pipe acts as a heat source (or sink) to the ground. The heat emitted by the source (or received by the sink) is calculated per unit length of pipe, once the energy balance is solved along the pipe, keeping in mind that the ratio is about 1. The wall temperature needed to determine the wall enthalpy is calculated from the energy balance at the wall, stating that the heat transfer from the soil is identical to the heat flux inside the pipe.

The energy balance which was defined initially in steady state in Eq. ( 13), becomes

which means that in this case, the duct wall is assumed to be wet all along. Here, A is the pipe cross section. The pipe perimeter which appears in Eq. ( 17) is the same as in the steady state configuration (diameter of 10 cm). The mass flow rate is kept at 40 g/s. Equation ( 17) was implemented in the PDE (partial differential equations) module of a finite elements numerical code [START_REF]COMSOL Multiphysics Reference Manual[END_REF].

The boundary conditions are given by Eq. ( 1) at the soil surface (z = 0). A symmetry condition is imposed on all the other faces of the soil volume. The air temperature and relative humidity are provided at the entrance of the pipe from the weather data (Rio do Janeiro or Montpellier). A zero enthalpy flux condition is chosen at the exit of the pipe. The initial temperature condition for the entire domain is from Table 1, and the initial moisture content is determined at the same temperature for a relative humidity of 100%. Mesh refinements were performed until the relative difference in the total enthalpy at the exit of the pipe between two consecutive refinements was less than 1.5%, at every time step for a 3 months simulation time.

We show in Figs 9 and 10 the results obtained respectively for the case in France (Montpellier) and in Brazil (Rio do Janeiro). Here L is 50 m for the French case, and 60 m in the case of Brazil. The results are given for one full year starting on January 1 st , with a time step of 1 hour. Plotted in these two figures are the differences between the total enthalpies at the duct outlet and inlet, considering both sensible and latent heat transfers (h 1 ) if the pipe wall is wet all along. Plotted also in Figs. 9 and 10 is the relative error made in solving the problem with the 1D model. In this case, we solved Eq. ( 17) alone with the same initial conditions in the pipe and the same inlet and outlet boundary conditions. Eq. ( 1) was applied to calculate T w at z = 3m. Table 2 shows the corresponding mean error and the standard deviation In sum, the 1D approach follows with a reasonable accuracy the enthalpies evolutions in time predicted by the 3D approach.

EAHE performances by using an analytical model for the wall temperature

The 1D approach is pursued to assess the cooling/heating potential of different regions in Brazil.

Note that this approach is complementary to the one proposed in Section 2 and plotted in Fig. 4, considering the enthalpy instead of the temperature. It gives information not only on the period when the EAHE is relevant for cooling but also on the heat transfer intensity. Moreover the influence of the pipe length can easily be studied.

The 1D model was run with several tube lengths: L= 20m, and 30m, together with the length obtained from the steady state analysis. Plotted in Figs. 11 and 12 are the enthalpy changes over the course of 1 year when sensible and latent heat exchanges are considered (h 1 ), and when only the sensible enthalpy exchange is accounted for, the latent enthalpy being kept at its entrance value (h 2 ).

In the latter, the EAHE length is L = 50 m for the France case (Montpellier), and 60 m for Brazil (Rio do Janeiro). The climate of Rio was selected as an intermediate behavior was exhibited in Fig. 4 compared to the other Brazilian climates. The values presented in Figs. 11 and 12 are the inlet and outlet enthalpies, together with the wall enthalpy, which is considered constant along the pipe. Recall that this means that at every time step the moisture content is w(L) to calculate h 1 (L) whereas it is w in for h 2 (L). From the h 1 (L) curves we can see the effect of the tube length on the outlet total enthalpies: they become controlled by the wall conditions when the pipe length approaches the value obtained with the steady-state assumption. This latest result shows that the steady-state approach is relevant for determining the maximal length of the EAHE. Figures 11 and12 represent actually the envelope between the two extreme cases.

To ease the analysis of the results presented in Figs. 11 and12, the potential of heating and cooling was determined by plotting the monthly average difference between the enthalpy at the heat exchanger outlet and its inlet. Plotted are the total enthalpy differences together with the sensible ones. Figures 13 and 14 correspond respectively to Montpellier and Rio do Janeiro.

During the fall and winter in France (Figs. 11 and13), the global trend of the enthalpy demonstrates the heating potential of the underground, as the enthalpy at the exit is higher than the one at the inlet.

Moreover, a difference is noticed when latent heat transfer is accounted for, as the system can benefit from latent heat exchanges. From May to August, we see that that the results are very close on an average, meaning that the latent heat exchanges are not significant. Still, the ground cooling potential is clearly highlighted. The impact of latent exchanges is critical during the mid-season which corresponds to the months of April and September. Accounting only for sensible heat transfer, the air blown from the buried pipe would be considered as able to cool.

The trends exhibited in the case of Rio (Figs. 12 and 14) are drastically different. If the pipe is dry, the air at the exit of the duct has a specific enthalpy (h 2 ) lower than at the entrance during half of the year. It is the opposite when accounting for the latent heat exchanges along the pipe, except punctually in the very beginning of the Brazilian summer (November, see Fig. 12). The variability of the climatic conditions does not allow the soil to behave like an efficient heat exchanger. Sensible enthalpy can be decreased but the latent enthalpy is increased. Even though the EAHE can slightly impact the sensible enthalpy of the air blown into the building in the case of the tropical climate, Fig.

14 (Rio) shows that the latent enthalpy is always increased. The direct consequence is that the power of the air conditioning system needed in the building must be increased in order to dehumidify the indoor air, leading to the exact opposite expected result.

What should be the conditions for which an EAHE system meets the objectives of reducing the air conditioning needs under a climate such as the one of Brazil? Based on this idea, we looked for conditions that would correspond to the methodology proposed in Fig. 1. The region around Porto Alegre seems to be a good candidate. The mean annual temperature and relative humidity are 20°C and 74%, the annual temperature amplitude is 5K, as indicated in Table 1. The cooling and heating monthly potentials were plotted in Fig. 15. The results show that the EAHE allows to precool during summer (December and January) the blown air, even when accounting for the latent heat exchanges.

Note that the decrease in enthalpy is lower for Montpellier (Fig. 13), yet the magnitude is of the same order.

Concluding remarks

Earth-Air heat exchangers are an old technique known since the Roman empire around the Mediterranean Sea. Today, with the increasing concern in global warming and the objective of including renewable energy in the heating/cooling solutions for indoor comfort, EAHE experiences a renewed interest in several countries including Brazil. In this work we developed a model to account for latent and sensible heat exchanges between the buried pipe and the soil. By comparing the results to the climate of south of France, we look for the conditions when EAHE is an interesting solution.

An example of tropical climate (Rio do Janeiro) was picked and the heat exchanges were envisaged in 2 extreme cases: considering sensible enthalpy only and adding latent heat exchanges when the pipe wall is wet. We show that the latent heat exchanges cancel the positive effect that the EAHE may have: Even though in summer the air is blown into the house at a lower temperature than the outdoor; the air is humidified to such an extent that the air conditioning system would have to spend more power to maintain indoor comfort.

The 3D modelling of conduction heat transfer through the soil showed almost no difference with the approach consisting in calculating the pipe wall temperature at its buried depth from an analytical soil temperature function. The next step of this work will consist in including to the present study the hydric state of the soil and modelling its impact on the overall heat transfer through the pipe. Figure 13 Cooling and heating potential in the case of Montpellier, France.

Figure captions

Figure 14 Cooling and heating potential in the case of Rio do Janeiro, Brazil.

Figure 15 Cooling and heating potential in the case of Porto Alegre, Brazil.

  happens almost systematically within a refrigerating unit and accounts for a large part of its energy consumption. Using an EAHE may not systematically yield to lower the energy consumption of the refrigerating unit, because of possible moisture increase through the pipe. The refrigerating unit must remove the excess moisture which increases the overall cooling load. This can be simply illustrated by considering the psychrometric diagram (Fig 1), which includes both the sensible and the latent heat through the enthalpy of humid air. Let us assume that the temperature and relative humidity air at the inlet of the pipe are T in and RH in respectively. The dew point temperature is denoted by T dew, and the humid temperature is denoted by T humid . If T w is the temperature of the pipe wall and assuming a perfect heat exchanger, one can distinguish 3 different configurations, represented by 3 areas in Fig 1:

Figure 1

 1 Figure 1Identification of three areas in the psychrometric diagram for enthalpy variation in an

Figure 2

 2 Figure 2Montpellier (France) and Brazil (the latter is from Ref. 12).

Figure 3

 3 Figure 3Minimum and maximum soil temperatures for Montpellier (France) and Rio do

Figure 4

 4 Figure 4Estimation of η for Brazilian climates

Figure 7

 7 Figure 7Evolution of enthalpy in a tropical climate zone.

Figure 8 3D

 8 Figure 83D domain for the numerical simulations.

Figure 9

 9 Figure 9Difference between inlet and outlet enthalpies in the 3D case and in the 1D case, and

Figure 10

 10 Figure 10Difference between inlet and outlet enthalpies in the 3D case and in the 1D case, and

Figure 11

 11 Figure 11Envelope of the enthalpy at the exit of the pipe, during one year in the case of

Figure 12

 12 Figure 12Envelope of the enthalpy at the exit of the pipe, during one year in the case of Rio do

Table 1 :

 1 Soil function parameters

	City	Belem	Brasilia	Curitiba	Porto Alegre	Recife	Rio do Janeiro	Santa Maria	Sao Paulo	Montpellier (France)
	T m (°C)	26.47	21.28	17.17	20.03	25.75	23.15	19.04	19.57	14.82
	A 0 (°C)	0.62	1.65	4.08	5.00	1.51	2.73	5.11	2.33	12.10
	t 0 (h)	1917	4153	4901	4798	4824	4941	4861	4801	648

Table 2 :

 2 1D model 

		Mean	Standard
		Error	deviation
		(kJ/kg)	(kJ/kg)
	Montpellier	0.13	1.91
	Rio do Janeiro	3.78	4.55
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